20041208.151431 CRANS-BM                  (634)

-- cransbm:root> ls

-- ts0   ts16  ts23  ts30  ts38  ts45  ts52  ts6   ts67  ts74  ts81  ts89  ts96

-- ts1   ts17  ts24  ts31  ts39  ts46  ts53  ts60  ts68  ts75  ts82  ts9   ts97

-- ts10  ts18  ts25  ts32  ts4   ts47  ts54  ts61  ts69  ts76  ts83  ts90  ts98

-- ts11  ts19  ts26  ts33  ts40  ts48  ts55  ts62  ts7   ts77  ts84  ts91  ts99

-- ts12  ts2   ts27  ts34  ts41  ts49  ts56  ts63  ts70  ts78  ts85  ts92

-- ts13  ts20  ts28  ts35  ts42  ts5   ts57  ts64  ts71  ts79  ts86  ts93

-- ts14  ts21  ts29  ts36  ts43  ts50  ts58  ts65  ts72  ts8   ts87  ts94

-- ts15  ts22  ts3   ts37  ts44  ts51  ts59  ts66  ts73  ts80  ts88  ts95

-- cransbm:root> cat ts99

-- HP-UX cransbm B.10.20 U 9000/889 280844361

-- CPU-ID( Model ) = 0xe

-- -----------------  Processor 0 HPMC Information ------------------

-- Timestamp =    Wed Dec  8 19:10:26 GMT 2004    (20:04:12:08:19:10:26)

-- HPMC Chassis Codes = 0xcbf0  0x5004  0x7d05  0x5404  0x5504  0xcbfb

-- General Registers 0 - 31

-- 00-03  0000000000000000  00000000000000ff  000000f0f001048c  0000000000002520

-- 04-07  00000000fbc158bf  0000000000000064  0000000020005d2b  0000000000000000

-- 08-11  000000f0f001048c  000000000044fce8  000000004007935d  0000000000000014

-- 12-15  0000000008120000  00000000400049e8  000000000000480c  0000000000000000

-- 16-19  0000000000000000  0301000004000204  0000000010000000  0000000000000000

-- 20-23  000000000229c280  0000000000000000  000000000000088f  0000000000000000

-- 24-27  000000f0f001048c  0000000000000001  00000000000004bc  000000000048f558

-- 28-31  000000000044fce8  0000000000000000  0000000000611140  0301000004000204

-- Control Registers 0 - 31

-- 00-03  0000000000000000  0000000000000000  0000000000000000  0000000000000000

-- 04-07  0000000000000000  0000000000000000  0000000000000000  0000000000000000

-- 08-11  000000000002596f  0000000000021f82  00000000000000c0  0000000000000030

-- 12-15  000000000001a248  0000000000008da0  000000000001c000  fffffffffffffff0

-- 16-19  00004131abf3bb8d  0000000000000000  00000000000bf430  000000004bdf3ec9

-- 20-23  0000000010240001  0000000084610098  0000000000000000  0000000080000000

-- 24-27  000000000044fce8  0000000000446558  0000000000000001  0000000000611140

-- 28-31  000000000000088f  00000000000001d6  0000000040005220  000000007b03b528

-- Space Registers 0 - 7

-- 00-03  00000000          00000000          01621000          00000000

-- 04-07  00000000          01621000          061c6000          00000000

-- IIA Space                    = 0x0000000000000000

-- IIA Offset                   = 0x00000000000bf434

-- Check Type                   = 0x20000000

-- CPU State                    = 0x9e000004

-- Cache Check                  = 0x00000000

-- TLB Check                    = 0x00000000

-- Bus Check                    = 0x00105035

-- Assists Check                = 0x00000000

-- Assist State                 = 0x00000000

-- Path Info                    = 0x00000000

-- System Responder Address     = 0x0000000000000000

-- System Requestor Address     = 0xfffffffffffa0000

-- Check Summary                = 0x8008000060104000

-- Available Memory             = 0x0000000020000000

-- CPU Diagnose Register 2      = 0x0301000004000204

-- CPU Status Register 0        = 0x6420820000000000

-- CPU Status Register 1        = 0x8008000000000000

-- SADD LOG                     = 0x890120122b7ddfff

-- Read Short LOG               = 0xc11030ffffac4286

-- Memory Error Log Information

-- Timestamp =    Wed Dec  8 19:10:26 GMT 2004    (20:04:12:08:19:10:26)

--                     Trans  Addr                   Central Bus

-- Status  Requestor     id    par  CP  AD  DV       Address/Data

-- ------  ----------  -----  ----  --  --  --  ---------------------

--  0x08   0xfffa0000   0x18   0x3   0   0   1  0x23f0c000 0x37fd0000

--                                                     Memory

--                                   ECC Reg     Address      Data

--                                  ----------  ---------- ----------

--                                  0xb1e6c8e8  0x00000000 0x00000000

--                                                         0x00000000

-- <CAMCS:CIP> 3 repeated messages

-- I/O Module Error Log Information

-- Timestamp =    Wed Dec  8 19:10:36 GMT 2004    (20:04:12:08:19:10:36)

-- Bus    HPA       Module Type      Path  Slt Md Sev  Estat Requestor  Responder

-- --- ---------- ---------------- -------- -- -- ---- ----- ---------- ----------

--  0  0xfff88000 I/O Adapter      8         2  0  fe   0x05 0xfffa0000 0xf00495e0

--  0  0xfff8a000 I/O Adapter      10        2  2  fe   0x05 0xfffa0000 0xf00495e0

--         Module              Revision

--         ------              --------

--         System Board        1

--         PA 8000 CPU Module  3.1

--         PDC Firmware        45

--         Tower               9

--         Memory Carrier 0    Regular

--         Memory Carrier 1    Not present

--         I/O Bus Adapter 0   15

--         Shrike Board        1

--         Zalon               2

--         Shrike Board        1

--         Zalon               2

--         GSC module          0

-- <CAMCS:CIP> 1 repeated messages

--         I/O Bus Adapter 1   15

--         Core I/O Board      1

--         Zalon               2

--         GeckoBoa            Not available

--         NIO module          0

-- <CAMCS:CIP> 2 repeated messages

--         Shrike Board        1

--         Zalon               2

--         Lasi                0

--         HSC 1 (40MHz)

--         HSC 2 (32MHz)

-- Current Diagnose Registers for Processor HPA: 0xfffa0000

--    DR2:            0x03010000 0c000204

--    CPU Status 0/1: 0x24208200 00000000 / 0x00000000 00000000

--    PDH Status 1/2: 0xfff4fff7 / 0x000000c1

--    PDH Control:    0x00000004

-- cransbm:root> cat ts99

-- HP-UX cransbm B.10.20 U 9000/889 280844361

-- CPU-ID( Model ) = 0xe

-- -----------------  Processor 0 HPMC Information ------------------

-- Timestamp =    Wed Dec  8 19:10:26 GMT 2004    (20:04:12:08:19:10:26)

-- HPMC Chassis Codes = 0xcbf0  0x5004  0x7d05  0x5404  0x5504  0xcbfb

-- General Registers 0 - 31

-- 00-03  0000000000000000  00000000000000ff  000000f0f001048c  0000000000002520

-- 04-07  00000000fbc158bf  0000000000000064  0000000020005d2b  0000000000000000

-- 08-11  000000f0f001048c  000000000044fce8  000000004007935d  0000000000000014

-- 12-15  0000000008120000  00000000400049e8  000000000000480c  0000000000000000

-- 16-19  0000000000000000  0301000004000204  0000000010000000  0000000000000000

-- 20-23  000000000229c280  0000000000000000  000000000000088f  0000000000000000

-- 24-27  000000f0f001048c  0000000000000001  00000000000004bc  000000000048f558

-- 28-31  000000000044fce8  0000000000000000  0000000000611140  0301000004000204

-- Control Registers 0 - 31

-- 00-03  0000000000000000  0000000000000000  0000000000000000  0000000000000000

-- 04-07  0000000000000000  0000000000000000  0000000000000000  0000000000000000

-- 08-11  000000000002596f  0000000000021f82  00000000000000c0  0000000000000030

-- 12-15  000000000001a248  0000000000008da0  000000000001c000  fffffffffffffff0

-- 16-19  00004131abf3bb8d  0000000000000000  00000000000bf430  000000004bdf3ec9

-- 20-23  0000000010240001  0000000084610098  0000000000000000  0000000080000000

-- 24-27  000000000044fce8  0000000000446558  0000000000000001  0000000000611140

-- 28-31  000000000000088f  00000000000001d6  0000000040005220  000000007b03b528

-- Space Registers 0 - 7

-- 00-03  00000000          00000000          01621000          00000000

-- 04-07  00000000          01621000          061c6000          00000000

-- IIA Space                    = 0x0000000000000000

-- IIA Offset                   = 0x00000000000bf434

-- Check Type                   = 0x20000000

-- CPU State                    = 0x9e000004

-- Cache Check                  = 0x00000000

-- TLB Check                    = 0x00000000

-- Bus Check                    = 0x00105035

-- Assists Check                = 0x00000000

-- Assist State                 = 0x00000000

-- Path Info                    = 0x00000000

-- System Responder Address     = 0x0000000000000000

-- System Requestor Address     = 0xfffffffffffa0000

-- Check Summary                = 0x8008000060104000

-- Available Memory             = 0x0000000020000000

-- CPU Diagnose Register 2      = 0x0301000004000204

-- CPU Status Register 0        = 0x6420820000000000

-- CPU Status Register 1        = 0x8008000000000000

-- SADD LOG                     = 0x890120122b7ddfff

-- Read Short LOG               = 0xc11030ffffac4286

-- Memory Error Log Information

-- Timestamp =    Wed Dec  8 19:10:26 GMT 2004    (20:04:12:08:19:10:26)

--                     Trans  Addr                   Central Bus

-- Status  Requestor     id    par  CP  AD  DV       Address/Data

-- ------  ----------  -----  ----  --  --  --  ---------------------

--  0x08   0xfffa0000   0x18   0x3   0   0   1  0x23f0c000 0x37fd0000

--                                                     Memory

--                                   ECC Reg     Address      Data

--                                  ----------  ---------- ----------

--                                  0xb1e6c8e8  0x00000000 0x00000000

--                                                         0x00000000

-- <CAMCS:CIP> 3 repeated messages

-- I/O Module Error Log Information

-- Timestamp =    Wed Dec  8 19:10:36 GMT 2004    (20:04:12:08:19:10:36)

-- Bus    HPA       Module Type      Path  Slt Md Sev  Estat Requestor  Responder

-- --- ---------- ---------------- -------- -- -- ---- ----- ---------- ----------

--  0  0xfff88000 I/O Adapter      8         2  0  fe   0x05 0xfffa0000 0xf00495e0

--  0  0xfff8a000 I/O Adapter      10        2  2  fe   0x05 0xfffa0000 0xf00495e0

--         Module              Revision

--         ------              --------

--         System Board        1

--         PA 8000 CPU Module  3.1

--         PDC Firmware        45

--         Tower               9

--         Memory Carrier 0    Regular

--         Memory Carrier 1    Not present

--         I/O Bus Adapter 0   15

--         Shrike Board        1

--         Zalon               2

--         Shrike Board        1

--         Zalon               2

--         GSC module          0

-- <CAMCS:CIP> 1 repeated messages

--         I/O Bus Adapter 1   15

--         Core I/O Board      1

--         Zalon               2

--         GeckoBoa            Not available

--         NIO module          0

-- <CAMCS:CIP> 2 repeated messages

--         Shrike Board        1

--         Zalon               2

--         Lasi                0

--         HSC 1 (40MHz)

--         HSC 2 (32MHz)

-- Current Diagnose Registers for Processor HPA: 0xfffa0000

--    DR2:            0x03010000 0c000204

--    CPU Status 0/1: 0x24208200 00000000 / 0x00000000 00000000

--    PDH Status 1/2: 0xfff4fff7 / 0x000000c1

--    PDH Control:    0x00000004

Wed Dec 08 2004.  Reboot after panic:   , isr.ior = 0'10240001.0'84610098

cransbm:root>                                                                   

